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(54) Title: WEB-GUIDING DEVICE 

(54) Bezeichnung: BAHNFOmUJNGSEINRICHTUNG 



(57) Abstract: The invention 
relates to a web-guiding device 
comprising at least one directing 
element (10) for guiding a web 
in a contactless manner in a 
machine that is used for producing 
and/or treating a moved web of 
materia] (1), especially a paper 
or cardboard web. Said directing 
element (10) is provided with a 
directing surface (12) that is made 
at least in part of air-permeable 
porous material (14) which can be 
impinged upon by compressed air 
so as to form an air cushion (18) 
between the directing surface (12) 
and the moved web of material (1) 
via the air (16) flowing through 
said porous material (14). The 
directing surface (12) is divided 
into at least one web transfer zone 
(2, 4) and a web -guiding zone (3) 

along the direction of movement (2) of the web of material. Said zones (2, 4; 3) are embodied so as to allow for a different air 
throughput. 




1^ (57) Zusammenfassung: Die Erfindung betrifft eine Bahnfiihrungseinrichtung mit wenigstens einem Leitelement (10) zur beriih- 
^5 rungslosen Bahnfiihrung in einer der Herstellung und/oder Behandlung einer bewegten Materialbahn (1), insbesondere Papier- oder 
Kartonbahn, dienenden Maschine. Das Leitelement (10) besitzt eine Leitflache (12), die zumindest teilweise aus luftdurchlassigem 
porOsen Material (14) bestehl, das mil Druckluu beauischiagbar ist, um iiber die durch dieses porose Material (14) hindurchstro- 
^ mende Luft (16) zwischen der Leitflache (12) und der bewegten Materialbahn (1) ein Luftpolster (18) zu bilden. Die LeitflSche (12) 
^ ist entlang der Bewegungsrichtung (2) der Materialbahn in wenigstens eine Bahntibergangszone (2, 4) und eine BahnfUhrungszone 
(3) unterteilt, die fUr einen unterschiedlichen Luftdurchsatz ausgebildet sind. 
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Erklaning gemaB Kegel 4.17: 

— Erfindererkldrung (Regel 4.1 7 Tiffer iv) nurfiir US 
Verofrentlicht: 

— mit intemationalem Recherchenbericht 

Zur Erkldrung der Zweibuchstdben-Codes und der anderen Ab- 
kiirzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfangjeder reguldren Ausgabe der 
PCT-Gazette verwiesen. 



